
A bit about the product…This is an easy to attach horizontal rod holder system. It was designed with 
the intent to not only hold the rod horizontally, but to also protect the rod tip.  This is a large concern 
for anglers who are fishing in low lying brush areas and worry about catching a tip on something. 
When on the water, it also provides a holder for easy and quick access to your rod for when you need 
to make that quick cast. In addition, it keeps your rod low and out of the way for snag-free casting and 
for launching and landing safely through surf. The cage design for the rod butt is designed not only to 
capture the rod and strap it to the hull, but to also provide a cradle shelf to put the rod butt into if you 
don’t want to strap it down. Keep in mind that storing your rod on the rail of your kayak means there 
may be a greater chance of it getting knocked overboard so we recommend that you always use a 
rod leash.

Installing the Horizontal Rod Holder
The placement of the horizontal rod holder will depend on the length of the rod you will be using and 
the curvature of the kayak you will be installing it on.

1.  Line the rod tip protector of the horizontal rod holder up 
on the bow of your kayak at the desired spot. This is usually 
somewhere between the front hatch of your kayak and the 
nose of the bow.

2.  Line up the holes of the rod tip protector with your kayak 
and mark them on the hull with a sharpie. 

3.  Use a drill bit to drill out the three holes that will be used 
as anchor points.

4.  Insert each bolt through the rod tip protector and the 
drilled holes and attach the provided washer and nut on the 
inside of the hull. The easiest way to access the inside of 
the hull is by opening the front hatch and reaching inside. If 
desired, add some marine goop or silicone to the shaft of the 
bolts to ensure a watertight seal and then tighten the bolts 
and nuts until the rod tip protector is secure.
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5.  Pick a spot to install the rod butt holder. You can do this 
by inserting your rod into the rod tip protector and eye balling 
the appropriate spot for the rod butt holder to be placed. 
Keep in mind that the rubber strap on the rod butt holder will 
need to be able to comfortably reach the eyelet post. 

6.  Once you have determined this spot, line up the rod butt 
holder and mark the holes with a sharpie.

7.  Drill two holes through the marked points on the hull of the kayak using a drill bit. The size will 
depend on if you are through bolting or using screws to hold the clasp in place.

8.  Reach inside the hull and attach the washer and nuts. If desired, add some marine goop or 
silicone to the shaft of the bolts to ensure a watertight seal and then tighten the bolts and nuts until 
the rod tip protector is secure. If you cannot reach inside the 
hull you can use the provided screws to hold the clasp in 
space.

9.  Mark the spot you would like to install the eyelet post. 

10.  Use a drill bit and the same method as above to mount 
the eyelet post to the kayak rail. Make sure that the rubber 
strap works correctly with the eyelet post.

11.  Upon installation, your rod should sit 
securely in the rod tip protector and rod 
butt holder. For added security, the 
bungee on the paddle holder can 
be used to fasten the rod to the 
kayak as well.

12.  Side note: Always use a Hobie rod leash to secure your rod to the kayak.

Rubber strap routing:
         over
     
         under
         over
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